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Desired Scope of Accreditation
for Testing Laboratory

Fields .Of TeSt.I ng (e.g., ASTM Ssg%(;?ngng;t— l\SAteat:c?aﬁ ?’,éts? l-\r/llgt?:)d for Surface

(e.q., Fire Testing) Flammability of Materials Using a Radiant Heat Energy Source)
Enviromental Testing ASTM D6007-Standard Test Method for Det
ermining Formaldehyde Concentrations in
Air from Wood Products Using a Small-S
cale Chamber

Enviromental Testing ASTM E1333-Standard Test Method for Det
ermining Formaldehyde Concentrations in
Air and Emission Rates from Wood Produ
cts Using a Large Chamber

Enviromental Testing BS EN 717-1-Wood-based panels. Determin
ation of formaldehyde release-Formaldeh
yde emission by the chamber method

Enviromental Testing BS EN ISO 12460-5-Wood-Based Panels - D
etermination of formaldehyde release P
art 5: Extraction method ( called the p
erforator method)

Physical and Mechanical Testing GB/T 17657-Test methods of evaluating t
he properties of wood-based panels and
surface decorated wood-based panels

Enviromental Testing JIS A 1460-Determination of The Emissio
n of Formaldehyde From Building Boards
- Desiccator Method

*If multiple pages are required, please use multiple copies of this form.
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