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for Testing Laboratory
i i Standards/Test Methods with Titles
Fields .Of TeSt.I ng (e.g., ASTM Standard E 162 - Standard Test Method for Surface
(e.g., Fire Testing) Flammability of Materials Using a Radiant Heat Energy Source)
Ai r I nfi |trati0n 25/’12133223742200]%}93 E:gmmget)hfogurilfd?:‘rgpermeabll|ty watertightness, wind load resistance performance for curtain walls

ASTM E283 - Standard test method for determining rate of air leakage through exterior windows, curtain walls and doors under specified press
ure differences across the specimen

ASTM E330-02(2010) - Standard test method for structural performance of exterior windows, doors skylights and curtain wall by uniform static
air pressure difference

BS EN 12153:2023 - Curtain walling-air permeability-1 test method

BS EN 12152:2002 - Curtain walling-air ‘mance i and

BS EN 1026:2016 - Windows and doors-air psvmeahlllly \Esl method

BS EN 12207:2016 - Windows and doors-air permeability-classification

BS EN 12114:2000 - Thermal performance of buildings-air of building and building el its-laboratory test methods

W P b H I H H I H d H GGB/TOZJ.SZZDNSZBIQ hTestlmeg\ofd oflalr permeabllltlyl watertightness, wind load resistance performance for curtain walls
19 - Technical code for glass curtain wall engineering
ater Permeability (static, cyclic, dynamic) o
'ASTM E331-00(2016) - Standard Test Method for Water Penetration of Exterior Windows, Skylights, Doors, and Curtain Walls by Uniform Stat
ic Air Pressure Difference
ASTM E547-00(2016) - Standard Test Method for Water Penetration of Exterior Windows, Skylights, Doors, and Curtain Walls by Uniform Stat
|c Alr Pressure Difference
- Water Penetration of Windows, Curtain Walls and Doors Using Dynamic Pressure
BS EN 12155 2000 - Curtain walling-watertightness-laboratory test under static pressure
BS EN 12154:2000 - Curtain g Pe and catit
BS EN 1027:2016 - Wlndows and doors- walerllgh(ness test method
BS EN 12208:2016 - Windows and doors-watertightness-classification
BS EN 13050:2011 - Curtain walling-watertightness-laboratory test under dynamic condition of air pressure and water spray

GB/T 18250-2015 - Graduations and test method for perfoemance and deformation between st
Structu ral Performance ories of curtain wall P
JGJ 102-2019 - Technical code for glass curtain wall engineering
JGJ 133-2013 - Technical code for metal and stone curtain wall engineering
AS/NZS 4284:2008 - Testing of building facades
ASTM E330-02(2010) - Standard test method for structural performance of exterior windows, d
oors skylights and curtain wall by uniform static air pressure difference
ASTM E1233/1233M-14(2021) - Standard Test Method for Structural Performance of Exterior
Windows, Doors, Skylights, and Curtain Walls by Cyclic Air Pressure Differential

i i i GB/T 18250-2015 - Graduations and test method for perfoemance and
Seismic RaCkmg deformation between stories of curtain wall
GB/T 15227-2019 - Test method of air permeability, watertightness, wi
nd load resistance performance for curtain walls
AS/NZS 4284:2008 - Testing of building facades
AAMA 501.4-00 - Recommended static test method for evaluating curta
in wall and storefront systems subjected to seismic and wind induced int
erstorey drift

GB/T 21086-2007 - Curtain wall for building
I m paCt Assessment GB/T 15227-2019 - Test method of air permeability, watertightness, wind load resistance perfor
mance for curtain walls
GB/T 18250-2015 - Graduations and test method for perfoemance and deformation between st
ories of curtain wall
ASTM E330-02(2010) - Standard test method for structural performance of exterior windows, d
oors skylights and curtain wall by uniform static air pressure difference
AAMA 501.4-00 - Recommended static test method for evaluating curtain wall and storefront sy
stems subjected to seismic and wind induced interstorey drift
BS EN 12600:2002 - Glass in building-pendulum test-impact test method and classification for f
lat glass

i i i GB/T 21086-2007 - Curtain wall for building
Thermal CyCIIng and Condensation resistance JGJ 255-2012 - Technical specification for skylight and metal roof

AAMA 501.5 - Test Method for Thermal Cycling of Exterior Walls
AAMA 1503 - Thermal Transmittance and Condensation Resistance of
Windows, Doors and Glazed Wall Sections

BS EN 12114:2000 - Thermal performance of buildings-air permeability
of building components and building elements-laboratory test methods

*If multiple pages are required, please use multiple copies of this form.
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i i Standards/Test Methods with Titles
Fields .Of TeSt.I ng (e.g., ASTM Standard E 162 - Standard Test Method for Surface
(e.g., Fire Testing) Flammability of Materials Using a Radiant Heat Energy Source)

- GB/T 21086-2007 - Curtain wall for building
F I e I d Wate r Pe n et rat 1on GB/T 15227-2019 - Test method of air permeability, watertightness, wind load resistance performance for curtain walls
JGJ 102-2019 - Technical code for glass curtain wall engineering
JGJ 255-2012 - Technical specification for skylight and metal roof
ASTM E331-00(2016) - S!andard Test Method for Water Penetration of Exterior Windows, Skylights, Doors, and Curtain Walls by Uniform Stat
ic Air Pressure Differes
ASTM E547-( 00(20'1'6) Standard Test Method for Water Penetration of Exterior Windows, Skylights, Doors, and Curtain Walls by Uniform Stat
ic Air Pressure Dif
AAMA 501.1-17 - Waler PEr\elrallun of Windows, Curtain Walls and Doors Using Dynamic Pressure
/AAMA 501.2-15 - Quality Assurance and Water Field Check of Installed Storefronts, Curtain Walls and Sloped Glazing Systems
BS EN 12155:2000 - Curtain walling walerugh!ness laboratory test under static pressre
BS EN 12154:2000 - Curtain walling: ness-performance and
BS EN 1027:2016 - Windows and doors-\ waterughmess test method
BS EN 12208:2016 - Windows and doors-watertightness-classification
BS EN 13050:2011 - Curtain walling-watertightness-laboratory test under dynamic condition of air pressure and water spray

GB/T 15527-2019 - Test method of air permeability, watertightness, wind load resistance performance for curtain walls

CO ncen t rated L 0 ad Test JGJ 102-2019 - Technical code for glass curtain wall engineering
JGJ 255-2012 - Technical specification for skylight and metal roof

PNAP 106-2009 - Wind pressure resistance -Curtain walls, windows and doors systel
AAMA 501.4-00 - Recommended static test method for evalua!mg curtain wall and Slorefron! systems subjected to seismic and wind induced int
erstorey drift
BS EN12179:2000 - Cunaln wallmg reslstance to wind load-test method
BS EN 13116:2024 - Curl wind load-performan
BS EN 12211:2016 - Wlndows and uuurs reslstance to wind load-test method
BS EN 12210:2016 - Windows and doors-resistance to wind load-classification
BE EN 12600:2002 - glass in building-pendulum test-impact test method and classification for flat glass

_ i JGJ 102-2019 - Technical code for glass curtain wall engineering
U-factor and SHGC’ VT of Curtain Wall JGJ 255-2012 - Technical specification for skylight and metal roof

AAMA 501.5 - Test Method for Thermal Cycling of Exterior Walls
AAMA 1503 - Thermal Transmittance and Condensation Resistance of
Windows, Doors and Glazed Wall Sections

BS EN 12114:2000 - Thermal performance of buildings-air permeability
of building components and building elements-laboratory test methods

- JGJ 102-2019 - Technical code for glass curtain wall engineering

SO u nd I nSu I atl 0 n Pe rfo rm an Ce GB/T 19889.3-2005/1SO 140-3 1995 - Acoustics-Measurement of sound insulation in buildings and of building elements-Part 3:Laboratory meas
urements of airborne sound insulation of building elements

GB/T 19889.4-2005/1S0 140-3 1995 - Acoustics-Measurement of sound insulation in buildings and of building elements-Part4:Field measureme

nts of airborne sound insulation between rooms

GB/T 19889.5-2005/1SO 140-3 1995 - Acoustics-Measurement of sound insulation in buildings and of building elements-Part 3:Laboratory meas

urements of airborne sound insulation of building elements

GB/T 19889.7-2005/1SO 140-3 1995 - Acoustics-Measurement of sound insulation in buildings and of building elements-Part 3:Laboratory meas

urements of airborne sound insulation of building elements
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	Fields of Testing eg Fire TestingRow1: Air Infiltration 
	Test Methods eg ASTM Standard E 162 etcRow1: GB/T 15227-2019 - Test method of air permeability, watertightness, wind load resistance performance for curtain walls

AS/NZS4284:2008 -Testing of Building Facades

ASTM E283 - Standard test method for determining rate of air leakage through exterior windows, curtain walls and doors under specified pressure differences across the specimen

ASTM E330-02(2010) - Standard test method for structural performance of exterior windows, doors skylights and curtain wall by uniform static air pressure difference 

BS EN 12153:2023 - Curtain walling-air permeability-test method

BS EN 12152:2002 - Curtain walling-air permeability-performance requirements and classification

BS EN 1026:2016 - Windows and doors-air permeability-test method

BS EN 12207:2016 - Windows and doors-air permeability-classification

BS EN 12114:2000 - Thermal performance of buildings-air permeability of building components and building elements-laboratory test methods


	Fields of Testing eg Fire TestingRow2: Water Permeability (static, cyclic, dynamic)
	Test Methods eg ASTM Standard E 162 etcRow2: GB/T 15227-2019 - Test method of air permeability, watertightness, wind load resistance performance for curtain walls

JGJ 102-2019 - Technical code for glass curtain wall engineering

AS/NZS 4284:2008 - Testing of building facades

ASTM E331-00(2016) - Standard Test Method for Water Penetration of Exterior Windows, Skylights, Doors, and Curtain Walls by Uniform Static Air Pressure Difference

ASTM E547-00(2016) - Standard Test Method for Water Penetration of Exterior Windows, Skylights, Doors, and Curtain Walls by Uniform Static Air Pressure Difference

AAMA 501.1-17 - Water Penetration of Windows, Curtain Walls and Doors Using Dynamic Pressure

BS EN 12155:2000 - Curtain walling-watertightness-laboratory test under static pressure

BS EN 12154:2000 - Curtain walling-watertightness-performance requirements and classification

BS EN 1027:2016 - Windows and doors-watertightness-test method

BS EN 12208:2016 - Windows and doors-watertightness-classification 

BS EN 13050:2011 - Curtain walling-watertightness-laboratory test under dynamic condition of air pressure and water spray


	Fields of Testing eg Fire TestingRow3: Structural Performance
	Test Methods eg ASTM Standard E 162 etcRow3: GB/T 18250-2015 - Graduations and test method for perfoemance and deformation between stories of curtain wall

JGJ 102-2019 - Technical code for glass curtain wall engineering

JGJ 133-2013 - Technical code for metal and stone curtain wall engineering

AS/NZS 4284:2008 - Testing of building facades

ASTM E330-02(2010) - Standard test method for structural performance of exterior windows, doors skylights and curtain wall by uniform static air pressure difference 

ASTM E1233/1233M-14(2021) - Standard Test Method for Structural Performance of Exterior Windows, Doors, Skylights, and Curtain Walls by Cyclic Air Pressure Differential
	Fields of Testing eg Fire TestingRow4: Seismic Racking
	Test Methods eg ASTM Standard E 162 etcRow4: GB/T 18250-2015 - Graduations and test method for perfoemance and deformation between stories of curtain wall

GB/T 15227-2019 - Test method of air permeability, watertightness, wind load resistance performance for curtain walls

AS/NZS 4284:2008 - Testing of building facades

AAMA 501.4-00 - Recommended static test method for evaluating curtain wall and storefront systems subjected to seismic and wind induced interstorey drift
	Fields of Testing eg Fire TestingRow5: Impact Assessment
	Test Methods eg ASTM Standard E 162 etcRow5: GB/T 21086-2007 - Curtain wall for building

GB/T 15227-2019 - Test method of air permeability, watertightness, wind load resistance performance for curtain walls

GB/T 18250-2015 - Graduations and test method for perfoemance and deformation between stories of curtain wall

ASTM E330-02(2010) - Standard test method for structural performance of exterior windows, doors skylights and curtain wall by uniform static air pressure difference 

AAMA 501.4-00 - Recommended static test method for evaluating curtain wall and storefront systems subjected to seismic and wind induced interstorey drift

BS EN 12600:2002 - Glass in building-pendulum test-impact test method and classification for flat glass




	Fields of Testing eg Fire TestingRow6: Thermal Cycling and Condensation resistance
	Test Methods eg ASTM Standard E 162 etcRow6: GB/T 21086-2007 - Curtain wall for building

JGJ 255-2012 - Technical specification for skylight and metal roof

AAMA 501.5 - Test Method for Thermal Cycling of Exterior Walls

AAMA 1503 - Thermal Transmittance and Condensation Resistance of Windows, Doors and Glazed Wall Sections

BS EN 12114:2000 - Thermal performance of buildings-air permeability of building components and building elements-laboratory test methods
	Listing No For IAS Internal Use: 
	Fields of Testing eg Fire TestingRow1_SbX55M54: FIeld Water Penetration
	Test Methods eg ASTM Standard E 162 etcRow1_Y5NIXDnF: GB/T 21086-2007 - Curtain wall for building

GB/T 15227-2019 - Test method of air permeability, watertightness, wind load resistance performance for curtain walls

JGJ 102-2019 - Technical code for glass curtain wall engineering

JGJ 255-2012 - Technical specification for skylight and metal roof

ASTM E331-00(2016) - Standard Test Method for Water Penetration of Exterior Windows, Skylights, Doors, and Curtain Walls by Uniform Static Air Pressure Difference

ASTM E547-00(2016) - Standard Test Method for Water Penetration of Exterior Windows, Skylights, Doors, and Curtain Walls by Uniform Static Air Pressure Difference

AAMA 501.1-17 - Water Penetration of Windows, Curtain Walls and Doors Using Dynamic Pressure

AAMA 501.2-15 - Quality Assurance and Water Field Check of Installed Storefronts, Curtain Walls and Sloped Glazing Systems

BS EN 12155:2000 - Curtain walling-watertightness-laboratory test under static pressure

BS EN 12154:2000 - Curtain walling-watertightness-performance requirements and classification

BS EN 1027:2016 - Windows and doors-watertightness-test method

BS EN 12208:2016 - Windows and doors-watertightness-classification 

BS EN 13050:2011 - Curtain walling-watertightness-laboratory test under dynamic condition of air pressure and water spray




	Fields of Testing eg Fire TestingRow2_nKfVua80: Concentrated Load Test
	Test Methods eg ASTM Standard E 162 etcRow2_dRDG6gdJ: GB/T 15527-2019 - Test method of air permeability, watertightness, wind load resistance performance for curtain walls

JGJ 102-2019 - Technical code for glass curtain wall engineering

JGJ 255-2012 - Technical specification for skylight and metal roof

PNAP 106-2009 - Wind pressure resistance -Curtain walls, windows and doors system

AAMA 501.4-00 - Recommended static test method for evaluating curtain wall and storefront systems subjected to seismic and wind induced interstorey drift

BS EN 12179:2000 - Curtain walling-resistance to wind load-test method

BS EN 13116:2024 - Curtain walling-resistance to wind load-performance requirements

BS EN 12211:2016 - Windows and doors-resistance to wind load-test method

BS EN 12210:2016 - Windows and doors-resistance to wind load-classification

BE EN 12600:2002 - glass in building-pendulum test-impact test method and classification for flat glass
	Fields of Testing eg Fire TestingRow3_w8t3a0jV: U-factor and SHGC, VT of Curtain Wall
	Test Methods eg ASTM Standard E 162 etcRow3_3Q9114i5: JGJ 102-2019 - Technical code for glass curtain wall engineering

JGJ 255-2012 - Technical specification for skylight and metal roof

AAMA 501.5 - Test Method for Thermal Cycling of Exterior Walls

AAMA 1503 - Thermal Transmittance and Condensation Resistance of Windows, Doors and Glazed Wall Sections

BS EN 12114:2000 - Thermal performance of buildings-air permeability of building components and building elements-laboratory test methods
	Fields of Testing eg Fire TestingRow4_N4fAXaJ1: Sound Insulation Performance
	Test Methods eg ASTM Standard E 162 etcRow4_B5OBhm77: JGJ 102-2019 - Technical code for glass curtain wall engineering

GB/T 19889.3-2005/ISO 140-3 1995 - Acoustics-Measurement of sound insulation in buildings and of building elements-Part 3:Laboratory measurements of airborne sound insulation of building elements

GB/T 19889.4-2005/ISO 140-3 1995 - Acoustics-Measurement of sound insulation in buildings and of building elements-Part4:Field measurements of airborne sound insulation between rooms

GB/T 19889.5-2005/ISO 140-3 1995 - Acoustics-Measurement of sound insulation in buildings and of building elements-Part 3:Laboratory measurements of airborne sound insulation of building elements

GB/T 19889.7-2005/ISO 140-3 1995 - Acoustics-Measurement of sound insulation in buildings and of building elements-Part 3:Laboratory measurements of airborne sound insulation of building elements
	Fields of Testing eg Fire TestingRow5_8lfjvhOm: 
	Test Methods eg ASTM Standard E 162 etcRow5_gA5Q0RkS: 
	Fields of Testing eg Fire TestingRow6_20777KQ0: 
	Test Methods eg ASTM Standard E 162 etcRow6_51koIE54: 
	Listing No For IAS Internal Use_61l7kVoD: 


